
 Approved for Use    Suitable for Use  Meets

Heavy Duty Diesel Engine Oil Recommended Applications

Products

ACEA  E7, E9  E7, E9  E7, E9   E7, E9  E7, E9

API  CK-4 / SN  CK-4 / SN 


CK-4
SN*

 CK-4 / SN 


CK-4
SN*

 CK-4 /SN  CK-4 / SN  CK-4 / SN

Caterpillar  ECF-3, TO-2  ECF-3, TO-2  ECF-3, TO-2  ECF-3, TO-2  ECF-3  ECF-3, TO-2     ECF-3, TO-2   ECF-3, TO-2

Cummins  CES 20086  CES 20086  CES 20086  CES 20086  CES 20086  CES 20086  CES 20086      CES 20086

DAF  Standard Drain  Standard Drain   Standard Drain  Standard Drain   Standard Drain

Detroit Diesel  DFS 93K222  DFS 93K222  DFS 93K222  DFS 93K222   DFS 93K222   DFS 93K222

Deutz  DQC III-10 LA  DQC III-10 LA  DQC III-10 LA

Ford  WSS-M2C171-F1  WSS-M2C171-F1  WSS-M2C171-F1  WSS-M2C171-F1  WSS-M2C171-F1  WSS-M2C171-F1

GM     9985930   9985930   9985930     9985930

JASO   MA2, DH-1, DH-2     MA2, DH-1, DH-2     MA2, DH-1, DH-2     MA2, DH-1, DH-2     MA2     MA2

Mack  EOS-4.5  EOS-4.5  EOS-4.5  EOS-4.5  EOS-4.5  EOS-4.5

MAN     3575, 3275-1     3575, 3275-1

Mercedes-Benz  228.31  228.31  228.31

MTU  Type 2.1  Type 2.1

Renault  RLD-4  RLD-4  RLD-4  RLD-4  RLD-4  RLD-4

Volvo  VDS-4.5  VDS-4.5  VDS-4.5  VDS-4.5  VDS-4.5  VDS-4.5

DURON HP 
15W-40

DURON SHP 
15W-40

DURON SHP
10W-30

* Use of a diesel engine oil for gasoline applications may compromise the life of the emissions device. Please refer to the owner’s manual to ensure proper oil is used.

DURON UHP
0W-40

DURON UHP 
0W-30

DURON UHP 
5W-40

DURON UHP
 5W-30

DURON UHP 
10W-40



 Approved for Use    Suitable for Use  Meets

Heavy Duty Diesel Engine Oil Recommended Applications

Products

ACEA  E6, E7, E9  E4, E6, E7, E9  E4, E6, E7, E9

API   CI-4  CJ-4/SN  CJ-4/SN  FA-4  FA-4

Caterpillar  ECF-3  ECF-3

Cummins  CES 20081  CES 20081  CES 20087  CES 20087

DAF   
Standard Drain and
Extended Drain

  
Standard Drain 
and
Extended Drain

Detroit Diesel  DFS 93K218  DFS 93K218  DFS 93K223  DFS 93K223

Deutz  DQC IV-10 LA  DQC IV-10 LA  DQC IV-10 LA

Ford   WSS-M2C214-B1   WSS-M2C214-B1

Mack  EO-N  EO-O PP '07  EO-O PP '07

MAN  3477, 3271-1  3477, 3271-1 
3271-1, 3477,
3677, 3691

Mercedes-Benz  228.51  228.51  228.51

MTU  Type 3.1  Type 3.1  Type 3.1

Renault  RLD-2  RLD-3  RLD-3

Scania   LA**   LDF-4**

Volvo  VDS-3  VDS-4  VDS-4

** Technical confirmation of meeting performance requirements received from Scania.

DURON SHP E6 
10W-40

DURON UHP E6 
10W-40

DURON UHP E6 
5W-30

DURON ADVANCED        
10W-30

DURON ADVANCED        
5W-30



 Approved for Use    Suitable for Use  Meets

Heavy Duty Diesel Engine Oil Recommended Applications

Products

ACEA  E7, E9

API  CJ-4 / SN  CJ-4 / SN  CI-4 / SL  CI-4 / SL  CH-4 / SJ  CH-4 / SJ

Caterpillar  ECF-3, TO-2     ECF-3, TO-2

Cummins     CES 20081      CES 20081    CES 20078     CES 20078    CES 20076     CES 20076

Detroit Diesel     DFS 93K218     DFS 93K218

Mack     EO-O PP '07     EO-O PP '07     EO-M Plus     EO-M Plus     EO-M Plus     EO-M Plus

MAN    3275-1     3275-1    M3275     M3275    M3275     M3275

Mercedes-Benz    228.31    228.31     228.3     228.3     228.1     228.1

MTU     Type 2.1     Type 2.1     Type 2     Type 2     Type 2     Type 2

Renault     RLD-2     RLD-2     RLD-2     RLD-2

Scania
Volvo    VDS-4     VDS-4     VDS-3     VDS-3     VDS-2     VDS-2

DURON EXTRA 
15W-40

DURON EXTRA 
20W-50

DURON PLUS           
15W-40

DURON PLUS           
20W-50

DURON CLASSIC    15W-
40

DURON CLASSIC          
20W-50
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