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SUPREME™ Synthetic Recommended Applications

Application/ 

Specification

SUPREME™ Synthetic 

0W-16

SUPREME™ Synthetic 

0W-20

SUPREME™ Synthetic 

0W-30

SUPREME™ Synthetic 

5W-20

SUPREME™ Synthetic 

5W-30

SUPREME™ Synthetic

5W-40

SUPREME™ Synthetic 

10W-30

API Industry Standards

API SN Plus       

API SN Resource 

Conserving
     

API SM* P P P P P P

ILSAC Industry Standards

GF-5 P P P P P

GF-4* P P P P P

Passenger Car – North American OEM

Chrysler MS-6395 P P P P P

Ford WSS-M2C945-A/B1 P

Ford WSS-M2C946-A/B1 P

Ford WSS-M2C947-A/B1 P

Ford WSS-M2C953-A1 P

General Motors dexos1
TM 

Gen 2



D10380HG024



D10381HG024

Passenger Car – Asian OEM

Honda oil specification 

requirements
P P P P P

Hyundai oil specification 

requirements
P P P P

Kia oil specification 

requirements
P P P P

Toyota oil specification 

requirements
P P P P P

Mazda oil specification 

requirements
P P P P

* Back-serviceable

dexos1™ Gen 2 supercedes GM6094M and GM4718M.

The dexos® specification and trademark are exclusive to General Motors, LLC.

Always consult your owner's manual to select the appropriate viscosity grade for your engine.


