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Technical Instruction

Lubricating oil for type 2, 3, 4 and 6
Jenbacher gas engines
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INNIO proprietary information: CONFIDENTIAL

The information contained in this document is the proprietary information of INNIO Jenbacher GmbH &
Co OG and its subsidiaries and is disclosed in confidence. It is the property of INNIO and shall not be
used, disclosed to others or reproduced without express written consent. This includes but is not limited
to use for the creation, manufacture, development or derivation of any repairs, modifications, spare parts,
designs or configuration changes, or for obtaining government or regulatory approval to do so. If consent
is given for reproduction in whole or in part, this notice and the notice set forth on each page of this
document shall appear in any such reproduction in whole or in part.

UNCONTROLLED WHEN PRINTED OR TRANSMITTED ELECTRONICALLY
The target recipients of this document are:

Prospective Customers, Customers, Distribution Partners, Service Partners, Commissioning Partners,
Subsidiaries/ Branches, Location Jenbach

NOTE

Observance of the conditions of this Technical Instruction and performance
of the activities described therein is the basis of safe and efficient plant
operation.

Non-observance of the conditions of this Technical Instruction and/or non-performance of
the prescribed activities or any departure from the prescribed activities may result in the loss
of guarantee rights.

The activities and conditions defined in this Technical Instruction shall be performed and/or
observed by the plant operator. This shall not apply if this Technical Instruction is expressly
allocated to the area of responsibility of INNIO Jenbacher GmbH & Co OG or a contractual
agreement between the operator and INNIO Jenbacher GmbH & Co OGprovides for a
different arrangement.

1 Scope

This Technical Instruction (TA) applies to the following Jenbacher Gas Engines:
e Type 2 engines

Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020

@ Index: 21 Page No.: 1/1
INNIO proprietary information: CONFIDENTIAL! Use or disclosure of data contained on this sheet is subject to the restrictions on the cover or on the first page.



TA 1000-1109

JENBACHER Lubricating oil for type 2, 3, 4 and 6 Jenbacher

gas engines

e Type 3 engines
e Type 4 engines
e Type 6 engines

2 Purpose

This technical instruction (TA) facilitates the selection of lubricating oils, tested for suitability in Jenbacher
Gas Engines.

3 Additional information

[i]

This technical instruction applies to both new and overhauled engines from the date of issue. Lubricating
oils listed in this version are also approved for engines that were built or overhauled before this version.

Relevant documents:

TA 1000-0099A — Approval procedure for various engine oils

TA 1000-0099B — Limit levels for used oil in Jenbacher gas engines

TA 1000-0099C — Procedure for testing the plant-specific oil service life

TA 1000-0112 — Taking lubricating oil samples / lubricating oil sampling protocol
TA 1000-0300 — Fuel gas and combustion air requirements

4 Effects on the lubricating oil and the oil service life

Fuel gases contain trace and accompanying substances that can impact the formation of deposits in the
combustion chamber, the acid attack on components, and wear.

Based on current experience, the following harmful substances have the greatest impacts on the
lubricating oil and thus on the service life of the oil:

¢ Chlorine, fluoride, sulphur cause the lubricating oil to acidify.
¢ Organic silicon compounds can cause abnormal wear.

Accordingly, fuel gases can be divided into the following classes:

¢ Class A: Natural gas and gases that permanently comply with the restrictions regarding trace
and accompanying substances in accordance with TA 1000-0300
Natural gas, associated petroleum gas, abandoned mine methane gas, biogas (sulphur <
200 mg/10 kWh).

¢ Class B: Gases containing acid-forming trace substances or trace substances that primarily
affect the oil condition
Biogas, sewage gas.

¢ Class C: Gases containing acid-forming trace substances and additional trace substances that
cause wear
Landfill gas

¢ Class S: Special gases with a high probability of irregular combustion phenomena (re-
ignitions, glow ignitions) which require special approval
Hydrogen fuel gases, thermoselect gases and steel mill gases as well as wood gas, syngas and
pyrolysis gases with a high hydrogen content.

Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
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Lubricating oil can lose its corrosion-protection properties as a result of impurities in the fuel gas. The
results of periodic lubricating oil analyses provide indications of fuel gas contamination. See the following
technical instructions:

TA 1000-0112 — Taking lubricating oil samples / lubricating oil sampling protocol
TA 1000-0099A — Approval procedure for various engine oils

TA 1000-0099B — Limit levels for used oil in Jenbacher gas engines

TA 1000-0099C — Procedure for testing the plant-specific oil service life

5 Lubricating oil requirements for Jenbacher gas engines

SAE 40
Additives suitable for spark-ignition gas operation.
Approval procedure in accordance with TA 1000-0099A completed with a positive result.

6 Lubricating oil tables — selection overview:

6.1 Note

When using oils with an ash content of > 0.6%, increased performance of the engine components can be
achieved.

Oils with an ash content of > 0.6% in accordance with the specification are identified in a separate
column.

* A, B, C, S: Fuel gas classes, products for fuel gas class S, see chapter = Lubricating oil for
Jenbacher gas engines for special gas applications

o CAT: If an oxidation catalytic converter is included in the Jenbacher scope of supply

6.2 Lubricating oil table for Type 6 Jenbacher gas engines versions H and K

Company Brand Name Ash>06% A B C CAT
Addinol Eco Gas 4010 XD X X
Mobil Pegasus 1107 X X X
Petro Canada Sentron LD 8000 X X
Q8 Oils Mahler GR8 X X X
Shell Mysella S7N Ultra 40 X X X

6.3 Lubricating oil table for Type 6 Jenbacher gas engines versions F and J

Company Brand Name Ash>06% A B C CAT
Addinol Eco Gas 4010 XD X X
Addinol Eco Gas 4000 XD X X
Cepsa Troncoil Gas SP 40 X X
LUKOIL Efforse 4004 X
Mobil Pegasus 705 X | X | X X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
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JENBACHER Lubricating oil for type 2, 3, 4 and 6 Jenbacher
gas engines
Company Brand Name Ash>06% A B C CAT
Mobil Pegasus 805 X | X | X X
Mobil Pegasus 1107 X X X
Motul Gasma SP SAE 40 X X
Petro Canada Sentron LD 5000 X | X | X X
Petro Canada Sentron LD 8000 X X
Petro Canada Sentron SP 40 X X X
Puma LA Natural Gas S X
Q8 Oils Mahler G5 X X
Q8 Qils Mahler GR5 X | X X
Q8 Oils Mahler GR8 X X X
Q8 Oils Mahler G8 X X X
Repsol Long Life Gas 4005 X1 X | X X
Shell Mysella S6N X X
Shell Mysella S5N X1 X | X X
Shell Mysella S7N Ultra X X
Texaco Chevron Caltex | HDAX 9200 Low Ash Gas Engine Oil 40 X X
Texaco Chevron Caltex | HDAX 5200 Low Ash Gas Engine Oil 40 X | X | X X

6.4 Lubricating oil table for Type 6 Jenbacher gas engines versions C and E

Company Brand Name Ash>06% A B C CAT
Addinol MG 40 Extra Synth X X
Addinol Eco Gas 4000 XD X X
Addinol MG 40 Extra LA X | X X
Addinol Gas Engine Oil LG 40 X | X
Addinol Gas Engine Oil NG 40 X | X X
Addinol Eco Gas 4010 XD X X
Castrol Duratec HPL X
Castrol Duratec L X | X | X X
Cepsa Troncoil Gas SP 40 X X
Cepsa Troncoil Gas JGC X X
Cepsa Troncoil Gas LD 40 X
Cepsa Troncoil Biogas Low Ash X | X
ENEOS Gas Engine Oil M40(M) X
Fuchs Titan Ganymet LA X X
Fuchs Titan Ganymet Ultra X X | X X
Fuchs Titan Ganymet PRO LA X | X
Fuchs Titan Ganymet PRO MA X | X

LUKOIL Efforse 4004 X

LUKOIL Efforse XDI 4004 X | X
Mobil Pegasus 1107 X X X
Mobil Pegasus 1105 X X
Mobil Pegasus 1005 X

Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
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JENBACHER Lubricating oil for type 2, 3, 4 and 6 Jenbacher
gas engines
Company Brand Name Ash>06% A B C CAT
Mobil Pegasus 605 Ultra X | X X
Mobil Pegasus 705 X | X X
Mobil Pegasus 805 X | X X
Mobil Pegasus SR X
MOL GMO Long Life X | X | X
Motul Gasma SP SAE 40 X X
Petro Canada Sentron LD 5000 X X
Petro Canada Sentron LD 8000 X | X X
Petro Canada Sentron CG 40 Plus X | X
Petro Canada Sentron CG 40 X X | X
Petro Canada Sentron SP 40 X X X
Petronas GEO NG X | X
Puma LA Natural Gas S X
Q8 Qils Mahler G4 X X
Q8 Oils Mahler G5 X | X | X | X
Q8 Oils Mahler G8 X X | X X
Q8 Oils Mahler GR5 X | X X
Q8 Qils Mahler GR8 X X | X X
Repsol Long Life Gas 4005 X
Repsol Super Motor Gas 4005 X
Repsol Long Life Biogas 4005 X | X
Shell Mysella S7N Ultra X X
Shell Mysella S6N X X
Shell Mysella S5N X X
Shell Mysella S5S X | X
Shell Mysella S3N X | X | X | X
Texaco Chevron Caltex | HDAX 9200 Low Ash Gas Engine Oil 40 X X
Texaco Chevron Caltex | HDAX 5200 Low Ash Gas Engine Oil 40 X X
Texaco Chevron Caltex | HDAX 9500 Low Ash Gas Engine Oil 40 X X | X
Total Nateria MP 40 X X
Total Nateria MH 40 X | X | X X
Valvoline GEO Plus LA Engine Oil SAE 40 X | X
Valvoline GEO SNG4 X | X
WCI Ecosyn GE 4004 X

Author(s): Kecht S.
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6.5 Lubricating oil table for Type 4 Jenbacher gas engines version C

Company Brand Name Ash>06% A B C CAT
Addinol Eco Gas 4010 XD X X
Cepsa Troncoil Gas SP 40 X X
Mobil Pegasus 1105 X X
Mobil Pegasus 1107 X X X
Mobil Pegasus 605 Ultra X | X X
Motul Gasma SP SAE 40 X X
Petro Canada Sentron LD 5000 X | X | X
Petro Canada Sentron LD 8000 X1 X | X X
Petro Canada Sentron CG 40 X X | X
Puma LA Natural Gas S X
Q8 Oils Mahler G5 X[ X | X | X
Q8 Oils Mahler GR5 X[ X | X | X
Repsol Long Life Gas 4005 X1 X | X X
Shell Mysella S6N X X X
Shell Mysella S5N X1 X | X X
Texaco Chevron Caltex | HDAX 9200 Low Ash Gas Engine Oil 40 X X
WCI Ecosyn 4004 X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
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6.6 Lubricating oil table for Type 4 Jenbacher gas engines version B

Company Brand Name Ash>06% A B C CAT
Addinol Eco Gas 4010 XD X X
Cepsa Troncoil Gas SP 40 X X
Mobil Pegasus 1107 X X X
Mobil Pegasus 705 X1 X | X X
Mobil Pegasus 805 X | X | X X
Mobil Pegasus 1105 X X
Mobil Pegasus 605 Ultra X X
Mobil Pegasus 1005 X
Morris Lubricants GEO Ultra 40 X
Morris Lubricants GEO Ultra G-LF 40 X | X
Morris Lubricants GEO Ultra LZ 40 X | X
Motul Gasma SP SAE 40 X X
Petro Canada Sentron LD 5000 X1 X | X X
Petro Canada Sentron LD 8000 X | X X
Petro Canada Sentron CG 40 X X | X
Petronas GEO NG X | X
Puma LA Natural Gas S X
Q8 Qils Mahler G5 X | X | X
Q8 Qils Mahler GR5 X | X X
Repsol Long Life Gas 4005 X1 X | X X
Shell Mysella S6N X X
Shell Mysella S5N X | X | X | X
Texaco Chevron Caltex | HDAX 9200 Low Ash Gas Engine Oil 40 X X
Texaco Chevron Caltex | HDAX 9500 Low Ash Gas Engine Oil 40 X X | X
Texaco Chevron Caltex | HDAX 5200 Low Ash Gas Engine Oil 40 X | X | X | X
Valvoline GEO SLF SAE 40 X | X
WCI Ecosyn 4004 X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
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6.7 Lubricating oil table for Type 4 Jenbacher gas engines version A

TA 1000-1109
Lubricating oil for type 2, 3, 4 and 6 Jenbacher
gas engines

Company Brand Name Ash>06% A B C CAT
Addinol MG 40 Extra LA X | X X
Addinol MG 40 Extra Synth X X
Addinol Gas Engine Oil LG 40 X | X
Addinol Gas Engine Oil NG 40 X | X
Addinol Eco Gas 4010 XD X X
Castrol Duratec L X | X X
Castrol Duratec HPL X X
Cepsa Troncoil Biogas Low Ash X | X
Cepsa Troncoil Gas LD 40 X
Cepsa Troncoil Gas JGC X X
ENEOS Gas Engine Oil M40(M) X

Fuchs Titan Ganymet LA X X
Fuchs Titan Ganymet Ultra X X | X X
Fuchs Titan Ganymet PRO MA X | X
Fuchs Titan Ganymet PRO LA X | X
LUKOIL Efforse 4004 X
Mobil Pegasus 1105 X X
Mobil Pegasus 1005 X
Mobil Pegasus 705 X | X X
Mobil Pegasus 805 X | X X
Mobil Pegasus 605 Ultra X | X
Mobil Pegasus SR X
MOL GMO Long Life X1 X | X
Morris Lubricants GEO Ultra 40 X | X
Morris Lubricants GEO Ultra G-LF 40 X | X
Morris Lubricants GEO Ultra LZ 40 X
Petro Canada Sentron LD 5000 X X
Petro Canada Sentron LD 8000 X | X X
Petro Canada Sentron CG 40 Plus X | X
Petronas GEO NG X | X
Puma LA Natural Gas S X
Q8 Oils Mahler G4 X X
Q8 Oils Mahler G5 X | X | X | X
Q8 Oils Mahler GR5 X | X X
Repsol Long Life Gas 4005 X X
Repsol Long Life Biogas 4005 X | X
Repsol Super Motor Gas 4005 X
Shell Mysella S3N X | X | X | X
Shell Mysella S5N X
Shell Mysella S5S X | X
Texaco Chevron Caltex | HDAX 9200 Low Ash Gas Engine Oil 40 X X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
& Index: 21 Page No.: 8/1
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JENBACHER Lubricating oil for type 2, 3, 4 and 6 Jenbacher
gas engines

Company Brand Name Ash>06% A B C CAT
Texaco Chevron Caltex | HDAX 5200 Low Ash Gas Engine Qil40 X X
Texaco Chevron Caltex | HDAX 9500 Low Ash Gas Engine Oil 40 X | X
Texaco Chevron Caltex HDAX 6500 LFG Gas Engine Qil40 X | X
Total Nateria MP 40 X X
Total Nateria MH 40 X | X | X X
Valvoline GEO SLF SAE 40 X
Valvoline GEO Plus LA Engine Oil SAE 40 X | X
Valvoline GEO SNG4 X | X
WCI Ecosyn 4004 X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
& Index: 21 Page No.: 9/1

INNIO proprietary information: CONFIDENTIAL! Use or disclosure of data contained on this sheet is subject to the restrictions on the cover or on the first page.



JENBACHER

TA 1000-1109

Lubricating oil for type 2, 3, 4 and 6 Jenbacher

6.8 Lubricating oil table for Type 2 and 3 Jenbacher gas engines

gas engines

Company Brand Name Ash>06% A B C CAT
Addinol Eco Gas 4000 XD X X
Addinol MG 40 Extra Synth X X
Addinol MG 40 Extra LA X | X X
Addinol MG 40 Extra Plus X X | X
Addinol Gas Engine Oil LG 40 X | X
Addinol Gas Engine Oil NG 40 X | X X
Addinol Eco Gas 4010 XD X X
Castrol Duratec HPL X
Castrol Duratec L X | X X
Castrol Duratec MX X X | X
Cenex NGEO 2500 MA X X
Cepsa Troncoil Biogas Low Ash X | X
Cepsa Troncoil Gas SP 40 X X
Cepsa Troncoil Gas 40 X
Cepsa Troncoil Gas LD 40 X
Cepsa Troncoil Gas JGC X X
ENEOS Gas Engine Oil M40(M) X

Fuchs Titan Ganymet Ultra X X | X X
Fuchs Titan Ganymet LA X X
Fuchs Titan Ganymet X
Fuchs Titan Ganymet Plus X X
Fuchs Titan Ganymet PRO LA X | X
Fuchs Titan Ganymet PRO MA X | X
LUKOIL Efforse 4004 X
LUKOIL Efforse HD 4004 X X | X
Mobil Pegasus 1107 X X X
Mobil Pegasus 1105 X X
Mobil Pegasus 1005 X
Mobil Pegasus 705 X X
Mobil Pegasus 805 X X
Mobil Pegasus 710 X X
Mobil Pegasus 605 Ultra X | X X
MOL GMO MA X X
Morris Lubricants GEO Ultra 40 X | X
Morris Lubricants GEO Ultra G-LF 40 X | X
Morris Lubricants GEO Ultra LZ 40 X | X
Motul Gasma SP SAE 40 X X
Petro Canada Sentron LD 5000 X X
Petro Canada Sentron LD 8000 X | X X
Petro Canada Sentron CG 40 X X | X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
& Index: 21 Page No.: 101
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JENBACHER Lubricating oil for type 2, 3, 4 and 6 Jenbacher
gas engines
Company Brand Name Ash>06% A B C CAT
Petro Canada Sentron SP 40 X X X
Petro Canada Sentron CG40 plus X | X
Petronas GEO NG X | X
Petronas GEO BLG X | X
Puma LA Natural Gas S X
Q8 Qils Mahler GR8 X X| X | X ]| X
Q8 Qils Mahler GR5 X | X X
Q8 Oils Mahler G8 X X1 X | X X
Q8 Qils Mahler G4 X X
Q8 Oils Mahler G5 X| X | X ]| X
Q8 Oils Mahler HA X X | X
Repsol Long Life Gas 4005 X X
Repsol Super Motor Gas 4005 X X
Repsol Long Life Biogas 4005 X | X
Shell Mysella S6N X X
Shell Mysella S7N Ultra X X
Shell Mysella S5N X X
Shell Mysella S5S X | X
Shell Mysella S3N X X
Shell Mysella S3S X X | X
SRS Mihagrun 40 X X
Texaco Chevron Caltex | HDAX 9200 Low Ash Gas Engine Qil 40 X X
Texaco Chevron Caltex | HDAX 5200 Low Ash Gas Engine Oil 40 X X
Texaco Chevron Caltex | HDAX 9500 Low Ash Gas Engine Oil 40 X X | X
Texaco Chevron Caltex HDAX 6500LFG Gas Engine Qil40 X | X
Total Nateria MP 40 X X
Total Nateria MH 40 X X
Total Materia ML 406 X X
Total Nateria MJ 40 X X | X
Valvoline GEO SLF SAE 40 X | X
Valvoline GEO SNG4 X | X
Valvoline GEO Plus LA Engine Oil SAE 40 X | X
WCI Ecosyn 4004 X

Author(s): Kecht S. Responsible: Waldron P.
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gas engines

6.9 Lubricating oil for Jenbacher gas engines for special gas applications

Mandatory for "Best Effort” (BE) engine load:

Company Brand Name Ash > 0,6% S CAT
WCI Ecosyn 4004 X X
Repsol Synth Motor Gas 404 X X
The following products can also be used without the "Best Effort” (BE) guarantee:

Company Brand Name Ash > 0,6% S CAT
Addinol MG 40 Extra Synth X X
Addinol Eco Gas 4000 XD X X
Addinol MG 40 Extra LA X X
Addinol Gas Engine Oil NG 40 X X
Addinol Eco Gas 4010 XD X X
Castrol Duratec HPL X
Castrol Duratec L X X
Cepsa Troncoil Gas SP 40 X X
Cepsa Troncoil Gas JGC X X
Cepsa Troncoil Gas LD 40 X
ENEOS Gas Engine Oil M40(M) X

Fuchs Titan Ganymet LA X X
Fuchs Titan Ganymet Ultra X X X
Fuchs Titan Ganymet PRO LA X
Lukoil Efforse 4004 X
Lukoil Efforse XDI 4004 X
Mobil Pegasus 1107 X X X
Mobil Pegasus 1105 X X
Mobil Pegasus 1005 X
Mobil Pegasus 705 X X
Mobil Pegasus 805 X X
MOL GMO Long Life X
Motul Gasma SP SAE 40 X X
Petro Canada Sentron LD 5000 X X
Petro Canada Sentron LD 8000 X X
Petro Canada Sentron SP 40 X X
Petronas GEO NG X
Puma LA Natural Gas S X
Q8 Qils Mahler G4 X X
Q8 Qils Mahler G5 X X
Q8 Qils Mahler G8 X X X
Q8 Oils Mahler GR5 X X
Q8 Oils Mahler GR8 X X X
Repsol Long Life Gas 4005 X

Author(s): Kecht S.
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Company Brand Name Ash > 0,6% S CAT
Repsol Super Motor Gas 4005 X
Shell Mysella S7N Ultra X X
Shell Mysella S6N X X
Shell Mysella S5N X X
Shell Mysella S3N X X
Texaco Chevron Caltex |HDAX 9200 Low Ash Gas Engine Oil 40 X X
Texaco Chevron Caltex |HDAX 5200 Low Ash Gas Engine Oil 40 X X
Total Nateria MP 40 X X
Total Nateria MH 40 X X
Valvoline GEO SNG4 X
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
& Index: 21 Page No.: 13/1
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6.10 The following products can also be used

Fuel Class Types and Versions
Company Brand Name Ash>06% A B C CAT 6HK 6FJ 6C/E 4C 4A 2/3
Agip AUTOL BGJ 40 X X
Avia Gasmotorendl HA 40 X X | X X
Avia Gasmotorendl LA 40 X X X X
Avia Gasmotorendl LA -XT 40 X X X X
Avia Gasmotorendl S40 SAE 40 X X | X X
BayWa Ag Tectrol Methaflexx D X X | X X
BayWa Ag Tectrol Methaflexx GE-M X X X
BayWa Ag Tectrol Methaflexx HC Plus X X X
BayWa Ag Tectrol Methaflexx HC X X X X X
Premium
BayWa Ag Tectrol Methaflexx NG X X X
Bellini S.p.A THG OILEXTRA SAE 40 X | X X X X
CITGO Pacemaker LFG LA Gas X | X X X X
Engine Oll
De Oliebron Tor GEO BGI/LF 40 X | X X X X
DA Lubricants Company Blue Flame J 40 X | X X X X
Eni GEUM LFG X | X X X X
Eni GEUM NG X X X X
EXol Taurus GEO LFG240 X | X X X X
Galp Power Gas NGB 40 X X X X
Galp Power Gas SG 40 X | X X X X
Galp GNLX4005 X X X
Nils Burian Light SAE 40 X X X X
Nils Burian Plus SAE 40 X | X X X X
Nils Burian SAE 40 X X | X X
Ori-Techoil Gas Engine Qil 40 C X X X X
Orlen Qil Delgas L 40 X X X X
PAZ Lubricants Biogas 40 X | X X X X
Phi Qil Gas Engine Oil MA 40 X X X
Roloil Mogas AC 40 X X | X X
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The following products can also be used
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7 Revision code

Revision history

Index |[Date Description / Revision summary Expert
Auditor
21 28.02.2020 |Neue freigegebene Ole aufgenommen; Neugestaltung des Chvatal S.

Layouts; Eigene Olliste fiir J624 erstellt / Added new released |Waldron P.
oils; redesigned layout; created own oil list for J624

20 29.03.2019 |Korrektur der Schmierdltabellen / Correction of lubricatiing oil |Chvatal S.

tables Waldron P.
19 12.06.2018 |Korrektur der Schmierdltabellen / Correction of lubricatiing oil |Chvatal S.
tables Waldron P.
18 28.02.2018 |Aktualisierung der Schmierdltabellen / Update of lubricating oil [Chvatal S.
tables Waldron P.
17 30.11.2016 |Ergéanzungen in Kapitel 6.2, 6.5 und 6.8 / Additions in Chapter |Chvatal S.
6.2,6.5and 6.8 Waldron P.
16 30.09.2016 |Grundlegende Uberarbeitung / Fundamental revision Chvatal S.
Waldron P.
Author(s): Kecht S. Responsible: Waldron P. Release date: 28/02/2020
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